
参数 型号
项目

额定工作电流(A)
AC- 2/AC- 3
额定绝缘电压(V)
约定自由空气热电流(A)
可控三相鼠笼
电动机的功率(kW)
AC- 3

- 1操作频率(H )

4电寿命( 次数× 10 )
4机械寿命( 次数× 10 )  

辅助触头组

配用熔断器型号

线圈功率(VA)

根数
2导线(mm )

接线螺钉规格
拧紧扭矩(N ·m )

380V
660V/690V

220V
380V
660V/690V

AC- 3
AC- 4

AC- 3
AC- 4

电寿命

机械寿命

组合情况

约定自由空气发热电流
控制容量

吸合
保持

CJ X2- K06
1
2.5
M3
0.5

CJ X2- K06 CJ X2- K09

6
3.8
690
20
1.5
2.2
3
1200
300
3600
120
2.5
1000

9
5
690
20
2.2
4
4
1200
300
3600
120
2.5
1000

CJ X2- K20
CJ X2- K11
CJ X2- K31
CJ X2- K13

CJ X2- K02
CJ X2- K40
CJ X2- K22
CJ X2- K04

CJ X2- K20
CJ X2- K11
CJ X2- K31
CJ X2- K13

CJ X2- K02
CJ X2- K40
CJ X2- K22
CJ X2- K04

10A
AC- 15  360VA;DC- 13  33W
RT16- 16
30
4.5

10A
AC- 15  360VA;DC- 13  33W
RT16- 20
30
4.5

CJ X2- K09
1
2.5
M3
0.5

结构特点
● 具有结构先进、体积小巧、重量轻、功耗小、寿命高、安全可靠、技术性能指标高等特点。

● 可以采用积木式安装方式加装辅助触头组、热继电器等附件组合成多种派生系列产品。

● 接触器除用螺钉安装外，还可用35mm标准卡轨安装。

● 接触器的铁心和触头运动方向与安装面平行。

外形及安装尺寸 订货须知

● 订货时必须指出：

● 接触器完整的名称、型号；

● 线圈的额定工作电压和频率或规格代号；

● 订货数量。

● 订货示例：CJ X2- 0910 交流接触器   线圈电压220V   

50Hz   10 台   CJ X2- 22  5 只。
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CJX2-K系列交流接触器万联电器 CJX2 series AC Contactor

4 stand for 4 set of NO, 8 stand for 2NO+2NC

number of Normal Close Contact

number of Normal Open Contact

Ratec working current under AC- 3 u s e  3 8 0 v

Design code

Small type

AC Contactor

CJX2 series AC contactor (hereinafter referred to as contactor), mainly used for AC 50Hz or 601-Hz, 

rated insulation voltage 690V, in the AC-3 use category rated operating voltage is 380V rated current to 

620A circuit, for the far The distance is used for switching on and off circuits, and an electromagnetic 

starter can be formed with an appropriate thermal overload relay to protect the circuit from which an 

operational overload may occur. The contactor is suitable for frequently starting and controlling the AC 

motor.     This product complies with GB14048.4 and lEC60947-4-1 standards.

Model and Refering
CJ    X    2  -   □  □   □  □

Normal Working and Installation Conditions

● The ambient air temperature is: -5 °C ~ + 40 °C, the average value within 24 hours does not
exceed +35 °C;

● Altitude: no more than 2000m;
● Atmospheric conditions: the relative humidity of the atmosphere does not exceed 50% at +40 ° C;

higher relative humidity is allowed at lower temperatures, the monthly minimum temperature of the
wettest month does not exceed 25 ° C, and the monthly average of the month is the largest The
relative humidity does not exceed 90%, and measures must be taken for condensation on the
product due to temperature changes;

● Pollution level: 3;
● Installation category: Class III;
● Installation conditions: the inclination of the mounting surface and the vertical plane is not more

than ±5°;
● Shock vibration: The product should be installed and used in places where there is no significant

shaking, shock and vibration.

Structure Feature
4.1 Auxiliary contact sets, air delay heads, thermal relays and other accessories can be installed in modular building 

to combine into a variety of derivative products (see Table 1).

4.2 AC contactor has the characteristics of small size, light weight, low power consumption, high life, safety and 

reliability;

4.3 The contactor body has a pair of normally open or normally closed auxiliary contacts at 32A and below, a pair of 

normally open and normally closed auxiliary contacts for 40A and above, and 115A and above product bodies without 

auxiliary contacts, and F4 can be added. F8 auxiliary contact set or air delay head and other accessories;

4.4 The contactor  can be installed with 35mm [CjX2-09~95], 75mm[CJX2-40~95] and 2 x 35mm[CJX2-1 15~ 17] 

standard type rails in addition to the screw installation.

CJ X2- 09

CJ X2- 18

CJ X2- 25

CJ X2- 95

用心做好接触器
Page.11

用心做好接触器
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Types Contactor Auxiliary module final

time delay
contactor

Reversible 
contactor

Magnetic 
starter

Switching capacitor 
contactor

Star triangle 
decompression 
starter

Air delay head

Interlocking mechanism

Thermal overload relay

CJ19 switching device

Air delay head Auxiliary Contact

CJX2 series AC Contactor

接触器选择指南（根据所要求的电气寿命）

AC- 3 使用类别(Ue ≤440V)
三相异步鼠笼电动机分断堵转电流AC- 3 下的分断电流为电动机额定运行电流。

例如：异步电动机P=5.5kW- Ue=400V- le=11A- Ic=Ie=11A 或异步电动机P=5.5kW- Ue=415V-

Ie- 11A- Ic=Ie=11A 要求3 百万次操作。根据以上选择曲线，需要接触器的型号为：CJ X2- 18 。

CJ X2- D115

CJ X2- D150

CJ X2- D225

CJX2系列交流接触器万联电器

用心做好接触器
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万联电器

代号 接触器 辅助模块 简图

延时接触器

可逆接触器

磁力起动器

切换电容器
接触器

星三角减压
起动器

空气延时头

联锁机构

热过载继电器

CJ 19 切换装置

空气延时头 辅助触头

CJX2系列交流接触器

Contactor Selection Guide (based on required 
electrical life)

AC-3 use category (Ue ≤ 440V)
The breaking current of the three-phase asynchronous squirrel cage motor 
breaking current is the rated running current of the motor.

For example: asynchronous motor P = 5.5 kW - Ue = 400 V - le = 11 A - Ic = Ie = 11 A or 

asynchronous motor P = 5.5 kW - Ue = 415 V - Ie - 11 A - Ic = Ie = 11 A requires 3 million 

operations. According to the above selection curve, the model of the contactor is required: 

CJX2-18.

CJ X2- D115

CJ X2- D150

CJ X2- D225

CJX2 series AC Contactor

用心做好接触器
Page.13
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Main Parameter and Technical Feature

Spec Parameter
Item

CJ X2- 09 CJ X2- 12 CJ X21- 18 CJ X2- 25 CJ X2- 32 CJ X2- 40 CJ X2- 50 CJ X2- 65 CJ X2- 80 CJ X2- 95

380V

660V

Rated Working
Current(      A)

Electrical life(million times)

(   20 ℃)

Rated Insulating Voltage (       V)
Controllable three-phase 

squirrel cage motor 

power(              kW)  AC- 3

Electrical lifeOperating
frequency

Mechanical life

Mechanical life(million times)

Matching Fuse type

AC- 3

 A   C- 4

 A   C- 3

 A   C- 4

 2 20V

 3 80V

 6 60V

 A   C- 3

 A   C- 4

 A   C- 3

 A   C- 4

each weight(   Kg)

Pull-in

Hold50Hz

 3   P  NO/NC
 4      P(   4 NO)
4P(    2NO 2NC)

 9

3  5

7

1  5

20

690

2.2

4

5.5

1200

300

3600

100

20

1000

RTl6- 16

76

9  4

 0  .33

0.33

0.33

12

5

9

2

20

690

3

5.5

7.5

1200

300

3600

100

20

1000

RT16- 20

76

9.4

0.33

0.33

0.33

18

7.7

12

3.8

32

690

4

7.5

10

1200

300

3600

100

20

1000

RT16- 25

76

9.4

0.35

-

-

25

8.5

18

4.4

40

690

5.5

11

15

1200

150

3600

100

20

1000

RT16- 32

110

11

0.52

0.52

0.52

32

12

21

7.5

50

690

7.5

15

18.5

600

150

3600

80

20

800

RT16- 50

110

11

0.55

-

-

40

18.5

34

9

60

690

11

18.5

30

600

150

3600

80

15

800

RT16- 63

230

32

1.22

1.32

1.37

50

24

39

12

80

690

15

22

33

600

150

3600

60

15

800

RT16- 63

230

32

1.22

1.32

1.37

65

28

42

14

80

690

18.5

30

37

600

150

3600

60

15

800

RT16- 80

230

32

1.22

1.32

1.37

80

37

49

17.3

110

690

22

37

45

600

150

2400

60

10

600

RT16- 100

230

32

1.42

1.59

1.65

95

44

49

21.3

110

690

25

45

55

600

150

2400

60

10

600

 RT16- 125

230

32

1.42

1.59

1.65

Spec Parameter
Item

CJ X2- 115 CJ X2- 150 CJ X21- 170 CJ X2- 205 CJ X2- 245 CJ X2- 300 CJ X2- 410 CJ X2- 475 CJ X2- 620

380V

660V

Rated working
Current(       A)

Electrical life
(million times)

(20 ℃)

Conventional heating current (   A)

Rated insulating voltage (     V)

Operating   

 Mechanical life

Mechanical life(million times)

Matching Fuse type

Each weight(      Kg)

Pull-in

Hold

3P

50Hz

AC- 3

 A    C- 4

 A    C- 3

 A    C- 4

380V

660V

AC- 3

 A C- 4

AC- 3

AC- 4

115

50

86

25

200

1000

55

80

600

300

2400

40

2

300

RT16- 160

300

22

2.08

150

65

107

32

200

1000

75

90

300

300

2400

40

2

300

RT16- 200

300

22

2.08

170

70

118

35

200

1000

85

100

300

300

2400

40

2

300

RT16- 250

300

22

2.08

205

80

130

40

275

1000

90

110

600

150

2400

50

10

300

RT16- 315

800

55

4.6

245

100

170

47

275

1000

110

129

600

150

2400

50

10

300

RT16- 315

800

55

4.7

300

124

225

60

380

1000

160

220

600

150

2400

50

10

300

RT16- 400

1200

13

8.5

410

150

235

72

450

100

200

280

300

150

1200

30

8

100

RT16- 500

1200

20

8.5

475

185

290

85

580

1000

250

330

300

150

1200

30

8

100

RT16- 630

1250

24

10.8

620

225

360

100

800

1000

335

450

300

150

1200

20

5

100

RT16- 630

1650

22

17.4

CJX2 series AC Contactor

6.2  动作特性：吸合电压为：85%Us~110%Us ；释放电压为：20%Us~75%Us
6.3  辅助触头组的型号规格及基本参数( 见表4)

型号

触头数量
常开NO
常闭NC

F4- 11
1
1

F4- 20
2
0

F402
0
2

F4- 40
4
0

F4- 31
3
1

F4- 22
2
2

F4- 13
1
3

F4- 04
0
4

F8- 11
1
1

F8- 20
2
0

备注
表4

额定绝缘电压：690V
控制容量：AC- 15  380VA
                     DC- 13  33W
约定发热电流：10A

简图

6.4  连接导线能力( 最小/ 最大载面积) 风表5 ，表6)

参数
连接导线

型号

不带端子软线

带端子软线

不带端子硬线

接线端子螺钉大小

1  根导线
2  根导线
1 根导线
2  根导线
1  根导线
2  根导线

CJ X2-
09

CJ X2-
12

CJ X2-
18

CJ X2-
25

CJ X2-
32

CJ X2-
40

CJ X2-
50

CJ X2-
65

CJ X2-
80

CJ X2-
95

CJ X2-
D115

CJ X2-
D150

CJ X2-
D170

1/4
1/4
1/4
1/2.5
1/4
1/4
M3.5

1/4
1/4
1/4
1/2.5
1.5/6
1.5/6
M3.5

1.5/6
1.5/6
1/6
1/4
1.5/6
1.5/6
M3.5

1.5/10
1.5/6
1/6
1/4
1.5/6
1.5/6
M4

2.5/10
2.5/10
1/10
1.5/6
1.5/10
2.5/10
M4

2.5/25
2.5/16
2.5/25
2.5/10
2.5/25
2.5/16
M8

2.5/25
2.5/16
2.5/25
2.5/10
2.5/25
2.5/16
M8

2.5/25
2.5/16
2.5/25
2.5/10
2.5/25
2.5/16
M8

4/50
4/25
4/50
4/16
4/50
4/25
M10

4/50
4/25
4/50
4/16
4/50
4/25
M10

10/120
10/120+10/50
10/120
10/120+10/50
10/120
10/120+10/50
M8

参数
连接导线

型号

根数
2导线截面(mm )

根数

铜排(mm)

连接螺栓

1

150

2

25 × 3

M8

1

185

2

32 × 4

M10

1

240

2

30 × 5

M10

2

150

2

30 × 5

M10

2

240

2

40 × 5

M10

2

240

2

60 × 5

M12

CJ X2- D205 CJ X2- D245 CJ X2- D300 CJ X2- D410 CJ X2- D475 CJ X2- D620

6.5  线圈额定控制电源电压Ue 及代号(CJ X2- 09~170 见表7 ，CJ X2- 205~620 见表8)

控制电压线圈代号

频率
50Hz
60Hz
50/60Hz

B5
B6
B7

C5
-
-

E5
E6
E7

F5
F6
F7

F5
F6
F7

M5
M6
M7

U5
U6
-

Q5
Q6
Q7

N5
N6
N7

R5
R6
R7

-

T6
-

S5
-
-

-

S6
-

Y5
-
-

24 36 48 110 127 220 240 380 415 440 480 500 600 660

表7

控制电压(V)线圈代号

型号

CJ X2- D205 、245

CJ X2- D300

CJ X2- D410

CJ X2- D475

CJ X2- D620

FG110

FH110

FJ 110

FK110

FL110

FG127

FH127

FJ 127

FK127

FL127

FG220

FH220

FJ 220

FK220

FL220

FG380

FH380

FJ 380

FK380

FL380

110 127 220 380 简图

2表5 （单位：mm ）

表6

表8

CJX2系列交流接触器万联电器

用心做好接触器
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Conventional heating current (A)

Average power 
consumption (VA)

Controllable three-phase
squirrel cage motor power 
(kW)AC-3

Frequency
Electrical
life

(times/hour)

Average power 
consumption (VA)



主要参数及技术性能

项目 参数
型号

CJ X2- 09 CJ X2- 12 CJ X21- 18 CJ X2- 25 CJ X2- 32 CJ X2- 40 CJ X2- 50 CJ X2- 65 CJ X2- 80 CJ X2- 95

380V

660V

额定工作
电流(A)

电寿命

机械寿命

电寿命( 万次)

平功功耗(VA)
(20 ℃)

约定发热电流(A)

额定绝缘电压(V)

可控三相鼠笼

电动机功率(kW)

AC- 3

操作   

频率    

( 次/h)   

机械寿命( 万次)

配用熔断器型号

AC- 3

 AC- 4

 AC- 3

 AC- 4

 220V

 380V

 660V

 AC- 3

 AC- 4

 AC- 3

 AC- 4

单只重量(Kg)

吸合

保持
50Hz

 3P+NO/NC
 4P(4 常开)
4P(2 常开2 常闭)

 9

3  5

7

1  5

20

690

2.2

4

5.5

1200

300

3600

100

20

1000

RTl6- 16

76

9  4

 0  .33

0.33

0.33

12

5

9

2

20

690

3

5.5

7.5

1200

300

3600

100

20

1000

RT16- 20

76

9.4

0.33

0.33

0.33

18

7.7

12

3.8

32

690

4

7.5

10

1200

300

3600

100

20

1000

RT16- 25

76

9.4

0.35

-

-

25

8.5

18

4.4

40

690

5.5

11

15

1200

150

3600

100

20

1000

RT16- 32

110

11

0.52

0.52

0.52

32

12

21

7.5

50

690

7.5

15

18.5

600

150

3600

80

20

800

RT16- 50

110

11

0.55

-

-

40

18.5

34

9

60

690

11

18.5

30

600

150

3600

80

15

800

RT16- 63

230

32

1.22

1.32

1.37

50

24

39

12

80

690

15

22

33

600

150

3600

60

15

800

RT16- 63

230

32

1.22

1.32

1.37

65

28

42

14

80

690

18.5

30

37

600

150

3600

60

15

800

RT16- 80

230

32

1.22

1.32

1.37

80

37

49

17.3

110

690

22

37

45

600

150

2400

60

10

600

RT16- 100

230

32

1.42

1.59

1.65

95

44

49

21.3

110

690

25

45

55

600

150

2400

60

10

600

RT16- 125

230

32

1.42

1.59

1.65

项目 参数
型号

CJ X2- 115 CJ X2- 150 CJ X21- 170 CJ X2- 205 CJ X2- 245 CJ X2- 300 CJ X2- 410 CJ X2- 475 CJ X2- 620

380V

660V

额定工作
电流(A)

电寿命

机械寿命

电寿命( 万次)

平功功耗(VA)
(20 ℃)

约定发热电流(A)

额定绝缘电压(V)

可控三相鼠笼电动机

功率(kW)AC- 3

操作   

频率    

( 次/h)  

机械寿命( 万次)

配用熔断器型号

单只重量(Kg)

吸合

保持

3P

50Hz

AC- 3

 AC- 4

 AC- 3

 AC- 4

380V

660V

AC- 3

 AC- 4

AC- 3

AC- 4

115

50

86

25

200

1000

55

80

600

300

2400

40

2

300

RT16- 160

300

22

2.08

150

65

107

32

200

1000

75

90

300

300

2400

40

2

300

RT16- 200

300

22

2.08

170

70

118

35

200

1000

85

100

300

300

2400

40

2

300

RT16- 250

300

22

2.08

205

80

130

40

275

1000

90

110

600

150

2400

50

10

300

RT16- 315

800

55

4.6

245

100

170

47

275

1000

110

129

600

150

2400

50

10

300

RT16- 315

800

55

4.7

300

124

225

60

380

1000

160

220

600

150

2400

50

10

300

RT16- 400

1200

13

8.5

410

150

235

72

450

100

200

280

300

150

1200

30

8

100

RT16- 500

1200

20

8.5

475

185

290

85

580

1000

250

330

300

150

1200

30

8

100

RT16- 630

1250

24

10.8

620

225

360

100

800

1000

335

450

300

150

1200

20

5

100

RT16- 630

1650

22

17.4

CJX2系列交流接触器万联电器

number of
Contact

NO
NC

F4- 11
1
1

F4- 20
2
0

F402
0
2

F4- 40
4
0

F4- 31
3
1

F4- 22
2
2

F4- 13
1
3

F4- 04
0
4

F8- 11
1
1

F8- 20
2
0

备注

Table 4

brief picture

parameter
Connection wire

Item

soft wire withou
terminal

soft wire with
terminal

hard wire 
without terminal

Terminal block screw size

1  根
2  根

 1  wire
2  根
1  根
2  根

CJ X2-
09

CJ X2-
12

CJ X2-
18

CJ X2-
25

CJ X2-
32

CJ X2-
40

CJ X2-
50

CJ X2-
65

CJ X2-
80

CJ X2-
95

CJ X2-
D115

CJ X2-
D150

CJ X2-
D170

1/4
1/4
1/4
1/2.5
1/4
1/4
M3.5

1/4
1/4
1/4
1/2.5
1.5/6
1.5/6
M3.5

1.5/6
1.5/6
1/6
1/4
1.5/6
1.5/6
M3.5

1.5/10
1.5/6
1/6
1/4
1.5/6
1.5/6
M4

2.5/10
2.5/10
1/10
1.5/6
1.5/10
2.5/10
M4

2.5/25
2.5/16
2.5/25
2.5/10
2.5/25
2.5/16
M8

2.5/25
2.5/16
2.5/25
2.5/10
2.5/25
2.5/16
M8

2.5/25
2.5/16
2.5/25
2.5/10
2.5/25
2.5/16
M8

4/50
4/25
4/50
4/16
4/50
4/25
M10

4/50
4/25
4/50
4/16
4/50
4/25
M10

10/120
10/120+10/50
10/120
10/120+10/50
10/120
10/120+10/50
M8

parameter
Connection wire

Item

pieces of wire
2Wire cross section (mm )

pieces of wire

c   o    p    p    e    r               b      a      r     (      mm)

Connecting bolt

1

150

2

25 × 3

M8

1

185

2

32 × 4

M10

1

240

2

30 × 5

M10

2

150

2

30 × 5

M10

2

240

2

40 × 5

M10

2

240

2

60 × 5

M12

CJ X2- D205 CJ X2- D245 CJ X2- D300 CJ X2- D410 CJ X2- D475 CJ X2- D620

6.5 Coi l  rated control  power supply vol tage Ue and code (CJX2-09~170 is shown in Table 7, CJX2-205~620 is shown in Table 8) )

控制电压线圈代号

频率
50Hz
60Hz
50/60Hz

B5
B6
B7

C5
-
-

E5
E6
E7

F5
F6
F7

F5
F6
F7

M5
M6
M7

U5
U6
-

Q5
Q6
Q7

N5
N6
N7

R5
R6
R7

-

T6
-

S5
-
-

-

S6
-

Y5
-
-

24 36 48 110 127 220 240 380 415 440 480 500 600 660

Table 7

Control voltage (    V)Coil code

Item

CJ X2- D205 、245

CJ X2- D300

CJ X2- D410

CJ X2- D475

CJ X2- D620

FG110

FH110

FJ 110

FK110

FL110

FG127

FH127

FJ 127

FK127

FL127

FG220

FH220

FJ 220

FK220

FL220

FG380

FH380

FJ 380

FK380

FL380

110 127 220 380 简图

2
Table 5   unit: mm

Table 6

Table 8

CJX2 series AC Contactor
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6.2 Act ion character ist ics:  the pul l - in vol tage is:  85%Us~110%Us; the release vol tage is:  20%Us~75%Us
6.3 Model speci f icat ions and basic parameters of  the auxi l iary contact set (see Table 4)

Item

Rated insulation voltage: 690V
Control capacity: AC-15 80VA

C-13 3W
Conventional heating current: 10A

6.4 Ability to connect wires (minimum/maximum area) (Table 5, Table 6)

1 wire

2 wire

2 wire

1 wire

2 wire



CJX2 series AC Contactor

Outshell and Mounting Dimension

图1  CJ X2- 09~32

图2  CJ X2- 40~95

图3  CJ X2- D115~170

图4  CJ X2- D205~300

CJ X2- 12004

CJ X2- 25004

CJ X2- 65008

图5  CJ X2- 410~475

图6  CJ X2- 620

表9 （单位：mm)

表10 （单位：mm）

注：a.f ：取出每个线圈所需的小距离。
        b.X1：根据工作电压和分断能力确定的飞弧距离。

订货须知
订货时必须指出：产品型号名称、线圈工作电压及频率、数量

例：交流接触器CJ X2- 40  AC  220V  50Hz  60 台。

型号 Amax Bmax Cmax Dmax Emax Fmax a b Φ

CJ X2- 09~12
CJ X2- 18
CJ X2- 25
CJ X2- 32
CJ X2- 4011~6511
CJ X2- 40004~65004
CJ X2- 40008~65008
CJ X2- 8011~9511
CJ X2- 80004~95004
CJ X2- 80008~95008
CJ X2- D115~170

47
47
57
57
77
85
85
87
97
97
120

76
76
86
86
129
129
129
129
129
129
162

82
87
95
100
116
115
126
127
123
134
133

115
120
128
133
147
150
150
155
155
155
155

135
140
149
154
167
168
168
175
175
175
173

73
73
83
83
103
113
111
113
123
123
-

35
35
40
40
40
40
40
40
40
40
130

50/60
50/60
50/60
50/60
100/110
100/110
100/110
100/110
100/110
100/110
95/110

4.5
4.5
4.5
4.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5

型号 Amax Bmax Cmax P S Φ f M H L X1 ≤500V X1>500V Ga Ha

C J X 2 - D 2 0 5

C J X 2 - D 2 4 5

C J X 2 - D 3 0 0

C J X 2 - D 4 1 0

C J X 2 - D 4 7 5

C J X 2 - D 6 2 0

170

170

218

215

235

310

175

175

210

210

240

304

183

183

223

223

235

257

40

48

48

48

55

80

20

25

25

25

30

40

M8

M10

M10

M10

M10

M12

131

131

147

147

150

181

154

172

181

181

208

264

127

127

158

158

172

202

113.5

113.5

145

145

146

155

10

10

10

15

15

20

15

15

15

20

20

30

80

80

96

80

80

180

106/119

106/119

106/119

170/180

170/180

180/190

CJX2系列交流接触器万联电器

用心做好接触器
Page.17http://www.cjx2.com

用心做好接触器
Page.16



CJX2系列交流接触器

外形及安装尺寸

图1  CJ X2- 09~32

图2  CJ X2- 40~95

图3  CJ X2- D115~170

图4  CJ X2- D205~300

CJ X2- 12004

CJ X2- 25004

CJ X2- 65008

万联电器

图5  CJ X2- 410~475

图6  CJ X2- 620

Table 9 （  unit：mm)

Table 10 （  unit：mm）

Item Amax Bmax Cmax Dmax Emax Fmax a b Φ

CJ X2- 09~12
CJ X2- 18
CJ X2- 25
CJ X2- 32
CJ X2- 4011~6511
CJ X2- 40004~65004
CJ X2- 40008~65008
CJ X2- 8011~9511
CJ X2- 80004~95004
CJ X2- 80008~95008
CJ X2- D115~170

47
47
57
57
77
85
85
87
97
97
120

76
76
86
86
129
129
129
129
129
129
162

82
87
95
100
116
115
126
127
123
134
133

115
120
128
133
147
150
150
155
155
155
155

135
140
149
154
167
168
168
175
175
175
173

73
73
83
83
103
113
111
113
123
123
-

35
35
40
40
40
40
40
40
40
40
130

50/60
50/60
50/60
50/60
100/110
100/110
100/110
100/110
100/110
100/110
95/110

4.5
4.5
4.5
4.5
6.5
6.5
6.5
6.5
6.5
6.5
6.5

Item Amax Bmax Cmax P S Φ f M H L X1 ≤500V X1>500V Ga Ha

C J X 2 - D 2 0 5

C J X 2 - D 2 4 5

C J X 2 - D 3 0 0

C J X 2 - D 4 1 0

C J X 2 - D 4 7 5

C J X 2 - D 6 2 0

170

170

218

215

235

310

175

175

210

210

240

304

183

183

223

223

235

257

40

48

48

48

55

80

20

25

25

25

30

40

M8

M10

M10

M10

M10

M12

131

131

147

147

150

181

154

172

181

181

208

264

127

127

158

158

172

202

113.5

113.5

145

145

146

155

10

10

10

15

15

20

15

15

15

20

20

30

80

80

96

80

80

180

106/119

106/119

106/119

170/180

170/180

180/190

CJX2 series AC Contactor
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Note: a.f: The small distance required to take out each coil.
.        X1: Arcing distance determined based on operating voltage and breaking capacity.

Ordering Instruction
When ordering, it must be pointed out: product model name, coil working voltage and frequency, quantity 
example: AC contactor CJX2-40 AC 220V 50Hz 60 sets.
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